EOC-5610 Change Log
Release Date Sep 03, 2009
	Firmware: 1.1.12
	HW Version:


Features Enhanced
· Use “0”to indicate “unlimited” and not limit 80kbps as minimum bandwidth for traffic shaping

Release Date Aug 28, 2009
	Firmware: 1.1.11
	HW Version:


Features Enhanced
· Remove burst field of traffic shaping

· Enable/Disable auto channel select function by checkbox

· Validate auto channel selection

· Support special character for hostname and domain name in router mode

· Fix the issue that when Singapore is selected, and the Channel bandwidth is selected to 10Mhz, the wireless network Wireless Mode & Channel/Frequency select option will be disable
Release Date Aug 14, 2009
	Firmware: 1.1.10
	HW Version:


Features Enhanced
· Fix issue that sometimes client mode DUT will be caused to panic when AP mode DUT is acting “AP scan” function

· Fix issue that DUT is hard to connect an AP with WPA2 security setting if there are more than 15 APs scanned
Release Date Aug 11, 2009
	Firmware: 1.1.9
	HW Version:


New Features
· Auto channel select
· Traffic Shaping
Release Date June 11, 2009
	Firmware: 1.1.7
	HW Version:


Features Enhanced
· Fix channel bandwidth issue
· Remove country code France2
Release Date June 05, 2009
	Firmware: 1.1.6
	HW Version:


New Features
· Narrow Bandwidth Support
· Built-in PING & Trace Route function in Web GUI
· PPTP function
· MSSID support
· VLAN support
· WDS AP / WDS Bridge support
· Add ap detection function in ap mode
Features Enhanced
· STP default value follow 802.1d spec.
· Update parts of regulatory domains by Atheros 7.7 country code table
· Add primary & secondary DNS fields in IP Settings webpage
· Fix issue that channel bandwidth 5Mhz can't be associated ,when wireless mode is 11g only
· Update MKK1 Regulatory domain (not support 5700, 5745 - 5825)
· Add 27dBm option for 2.4g txpower to select
· Add 5845 5865 channel for India
· Separate 10MHz/5MHz channel bandwidth of 11a to independent channels
Improve
· Improve 5610 throughput (eth issue)
